Attach a breath sampling D-piece and new
Steribreath™ mouthpiece.

Qu iCk Sta rt G u id e 2. Turn on the monitor by pressing the power button

once.

S mOke rlg Ze r ® . Taking a Breath Test

For use with Micro+°™® -
; bab "
Micro+>2 K/IiCI’O+ba$i° 3. Press ‘Breath Test’ symbol on screen, =\/=t.

4. To cancel the breath test, press ‘

5. Inhale and hold breath for the pre-set 15 second
R— countdown.
eET]
- 6. A beep will sound during the last 3 seconds of the
countdown.

7. Blow slowly into mouthpiece, aiming to empty
lungs completely.

8. The ppm and equivalent %COhb and/or %fCOhb
levels will rise and hold on-screen.

9. On the Micro+basic and Micro+baby, when the
test is finished n ‘ will appear at the bottom
of the screen.

10. On the Micro**™, when the test is ﬁnishedoU ‘
will appear at the bottom of the screen.

11. If a high reading has been recorded, you can mute
the sounder by pressing ﬂ

12. To repeat breath test, press ‘once to return to
the home screen and repeat steps 3-8.

. . J
13. To save the reading(Micro*™™ only)press and
select the relevant patient profile.

Issue 2- September 2015, Part No: LAB658 14. Remove the D-piece between tests to purge sensor

Bedfont Scientific Limited reserve the right to change or update this with fresh air.

literature without prior notice.

15. To switch off, press and hold the power button for
3 seconds, unit will also power off after 2 minutes
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' To download the full manual and COdata*™
\/ *e%e software please go to
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